Series Workline

Workline 610.450 GH

Operating instructions

Before transporting and using the machine,
please read the instructions thoroughly!
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EC Declaration of Conformity

1) We BOMAR, spol. s r.o.
Tézebni 1236/1
627 00 Brno, The Czech Republic
Id.no: 48908827

declare herewith,

that the following designated device based on its conception and construction as well as the design launched by us
meets the relevant basic safety requirements of the decrees of the government. In the event of any device
modification not approved by us this declaration shall lose its validity.

Name: Band Saw

Type range; Workline 610.450 GH

Serial number: ..

Manufacturer: BOMAR, spol. sr.0., Tézebni 1236/1, 627 00 Brmo

Product data

Determination: for cross dividing and cutting of rolled and towed bars and profiles made of steel,
stainless steel, non-ferrous metals and plastics.

Description: stand, table, cutting unit with the saw band and drive, clamping device, cooling
system, el. switch board with control panel.

Hydraulic YES [ No [ Control system YES [INO []

Technical data: Cutting rate 20-120 m.min'*, from 0° to 60°
Taotal dimensions in mm (Ixwxh) 2770x1100x1480
Supply voltage 400V TN-C-S, 400 V¥ TN-C or 230 V TN-C
Tatal power requirement 3,5 kVA, weight 710 kg

The applied decrees of governments: No. 176/2008 Coll. (Directive 2006/42/EC)
No. 616/2006 Coll. (Directive 2004/108/EC)
No. 17/2003 Coll. {Directive 2006/95/EC)

The applied harmonized standards,

National standards and technical specifications: GSN EN 1SO 12100:2011, €SN EN 13 898+A1:2009,
CSN EN ISO 13857:2008, CSN EN 1S04413:2011, CSN EN 61000-6-2 ed. 2:2007,

CSN EN 61000-6-4:2002 ed.2:2007, CSN EN 60204-1 ed 2:2007

The product is safe on condition of the common and determined usage.
The conformity judging was performed according to §12, par. 3, let. a), of the Law no. 22/1997 Coll. as amended

2) 9 The declaration of conformity was cartied out in the cooperation with the TUV SUD Czech s.r.0, Novodvorska 994, 142 21
Prague 4 — Czech Republic, Identification number: 63987121 - Inspection body no. 4002

The inspection certificate no . 04.863.175 was issued. R, spol. S 1.0
Te?emza?an,szvm Boo
Czech Fé&'g&?ﬁ
g’lgi::azaamw
ol
Alfred Pichlmann, Managing Director
Point of issue, datum Name and function Signature

of the responsible subject

1] Mame, address and identification number of the subject issuing the confommity declaration (producer of importer)
2} The autharized or accredited body co-operating on the conformity judging

Ifthe equipment is installed without safety equipment offered by BOMAR, spol. s ro orits agents and used by the customer {or

buyar) then EC declaration loses validity.
EC Declaration of conformityis valid only if customer (buyer) installed the BOMAR safety equipment with the machine or with some
. other with equivalent safety device in accordance with current applicable regulations and standards.

All machine elements and components that were built into the device by BOMAR  spol. s ro have been declared "identical” to a
safety device, as offered by BOMAR, spol. s ro orits agents.
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1.1.

1.2.

The operating instructions must be read by the person, who keeps in touch with the
machine before transportation, installation, using, servicing, reparation, stocking or
removal!

The operating instructions include relevant information. The operator must familiarise
himself with the install and operation, safety notes and machine servicing, because
reliability and service life must be reached. The operating instructions must avoid risks,
which are linked to work on the machine. Before transporting and using of the
machine, please read the instructions thoroughly!

Attention!
The operating instructions must be available at the machine!
Keep the operating instructions in good condition!

Machine determination

The band saw Workline 610.450 GH is determined for cutting and shortening of rolled
bars and drawn bars and profiles from steels, stainless steels, non-ferrous metals and
plastics with cutting angle from -60° to 60°,

Combustible materials are excluded for cutting! Any other usage and operation
outside this range are unauthorized and the manufacturer/supplier does not accept
any responsibility for any damages resulting from such misuse. The operator has full
responsibility!

The machine is equipped with safety and protective guarding for operator and
machine protection. Nevertheless, this safety and protective guarding cannot prevent
injury. Service personnel must read this chapter and comprehend it, before he starts to
work on the machine. Always keep instructions about work safety! Service
personnel must take into account other aspects of the risk, which refer to the ambient
conditions and the material.

Attention!
Consider the safety signs on the machine. Do not remove or
damage them!

Protective suit and personal safety

Wear tight fitting overalls! Loose fitting clothes may be caught with machine parts
and cause serious injury.

Wear protective gloves! Material cuts and saw band have sharp edges and may cause
serious injuries.

Attention!

Gloves you can use only at working material replacement (saw
band)! The machine and accessories must be inactive!

If the machine is running, you must not wear gloves! It is
dangerous, because some parts of the machine can catch
gloves!

Wear protective shoes with non-skid soles! The unsuitable shoes may cause balance
loss and following injury. Falling work pieces may cause serious injuries too.

Wear protective goggles! Chips and cooling liquid may damage your eyes.

Always wear ear protections! Most of the machines emit up to 80 dB and may
damage your hearing.

Do not wear jewellery and always tie back long hair! Moving machine parts can
catch jewellery or loose hair and may cause serious injuries.

Operate the machine only when you are fit enough to work. llinesses or injuries
diminish concentration. Avoid machine work, which may compromise the safety of you
and your colleagues!
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1.3. Safety notes for machine operator

Only one person can operate machine. Machine operator is responsible for presence of
other persons by the machine.

Close covers before the machine starting and check, if the covers are not damaged.
Damaged covers must be repaired or changed. Do not start the machine, if the cover is
removed! Check, if the electric cables are not damaged.

Attention!

e Do not hold the material for clamping to the vice and for cutting!

e Do not operate with the buttons and the switches on the control panel, when you
have gloves!

e Formachine starting take care, that there is nobody in the working area of the
machine (it means in the working area of the vice, the saw band, the saw arm etc).

e Inno circumstances touch the rotating elements.
e Work on the machine only when the machine is in good condition!

e Checkat least once in a shift, if the machine is not damaged. If the machine is
damaged, you must bring the machine in order and you must inform your
superior!

e Keep your working area clean!

1 O Manual version:  1.01/Feb. 2013
Manual rev.: B8]



